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MEASURING ENVIRONMENT SINCE 1986

AC365 - PREMIUM TRIAXIAL SENSOR, FOR
ODS AND MODAL ANALYSIS, TOP CONNECTOR

AC365 - Laadukas kolmiakselinen anturi ODS- ja Modal-analysointiin,
liitin/kaapeli paalla

Valmistaja: CTC
Tuotenumero: AC365
Tyyppi: 3-akselinen
Teollisuus
Herkkyys: 100 mV/g
Taajuusalue: 0.6-10000 Hz
Mittausalue: +50g
Sovellukset: Kunnonvalvonta

Saatavissa 4 pin-liittimella

AC365-1D

4 Pin Connector

Comnector Pin Polarity ComnectorPin  Polarity

A AasY (4 Signal Powar fis3 (4] Sigral Power
B AisX (4} Signa Power Ris? (4] SignalPower
C hs? ) SonaPower fois1 4] Signal Power
D ) Comman/Grid  Common/Gnid
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Tekniset tiedot

e Sensitivity: 700 mV/g
e Frequency Response (+3dB): 0.6-10000 Hz
e Dynamic Range: + 50 g, peak
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MEASURING ENVIRONMENT SINCE 1986

e Power Requirements Voltage Source: 18-30 VDC

e Temperature Range: -65 to 250°F
(-541t0 121°C)

e Case Material: 316L Stainless Steel
e Connector: 4 Pin J Connector
e Max Temp: 250°F (121°C)

Dokumentit
1. Esite, (URL: http://www.mip.fi/images/docs/fi/ 1_vs_ac365-1d_ds.pdf)
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